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HAIFLON® PTFE Aqueous Dispersion SD-402M (Modified)

CAS No.: 9002-84-0

Haiflon® PTFE SD-402M is a modified PTFE aqueous dispersion. The modified resin gives the sintered film enhanced adhesion,
flexibility and crack resistance, so a single grade covers both non-stick coating and glass-fabric impregnation processes — an
economical dual-use solution for coating lines and fabric finishers.

Product Features

Modified PTFE resin — enhanced adhesion and film flexibility
Dual use: non-stick coatings and glass-fabric impregnation
Higher critical cracking thickness of the sintered film
Excellent liquid stability and low settling tendency

PFOA free
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Typical Physical Properties

Item Specification — SD-402M
Appearance White or light yellowish milky liquid
PTFE content (solids), % 60+2

Surfactant content, % (on PTFE solids) 40-7.5

pH value 8.0 - 10.5

Viscosity, x10-3 Pa-s (25 °C) 15-35

Average particle size, um 0.2-0.22

Applications

2t Non-stick coatings for cookware and industrial products
> Impregnation of glass fabric, glass fiber and yarns
2% Flexible coatings for parts subject to thermal cycling

Comparable Grades
3M Dyneon TF 5035GZ, Chemours Teflon Disp 40
Safety Precautions for Using PTFE Dispersions

PTFE aqueous dispersions are not classified as hazardous for transport.

When heated above 260 °C, minor amounts of decomposition products may be liberated. Keep the work area well ventilated when drying, baking or
sintering above 300 °C; processing temperatures above 400 °C are prohibited.

Avoid violent agitation, high-shear pumping or freezing — the dispersion will irreversibly coagulate. Convey preferably by gravity.

Keep drums closed and clean to avoid contamination and surface coagulation; strain or filter before use if needed.

Please refer to the Safety Data Sheet (SDS) before use.
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Storage & Handling

2L  Recommended storage temperature 10 - 30 °C; protect from freezing and from prolonged heating above 40 °C.

2% Stir or gently roll the stored product once a week to avoid possible settling; after three months of storage agitate regularly.
2L Shelf life is 12 months from the date of production; product passing re-inspection after the storage period can still be used.
2L Storage and handling areas should be clean and dry.

Packing

2% Packed in plastic drums, net weight 25 kg or 1,000 kg (IBC) per drum.
JL  Other packings are available on request.
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